Switch

2.4G connection
- Place the receiver in the slot of 8Bitdo Arcade Stick and connect to the receiver via 2.4G wireless (range: 10m).
- When the wireless switch is turned off, it will enter power-saving mode. Press and hold the switch for 3 seconds to switch between 2.4G wireless and Bluetooth connection.

Bluetooth connection
- Place the receiver in the slot of 8Bitdo Arcade Stick and connect to the receiver via Bluetooth (range: 10m).

wired connection
- Place the receiver in the slot of 8Bitdo Arcade Stick and connect to the receiver via wired connection.

Windows (X-input)

2.4G connection
- Insert the receiver into the slot of 8Bitdo Arcade Stick and connect to the receiver via 2.4G wireless (range: 10m).
- When the wireless switch is turned off, it will enter power-saving mode. Press and hold the switch for 3 seconds to switch between 2.4G wireless and Bluetooth connection.

Bluetooth connection
- Insert the receiver into the slot of 8Bitdo Arcade Stick and connect to the receiver via Bluetooth (range: 10m).

wired connection
- Insert the receiver into the slot of 8Bitdo Arcade Stick and connect to the receiver via wired connection.

Turbo function
- By default, the Turbo button is set to stop function for button and press Turbo button to activate it.

Custom profile
- You can customize your own profile by clicking the button on the controller in X-input mode. Directional map and create a new profile.

Battery
- Please check the battery level before each use. When the battery runs low, the controller will enter the power-saving mode.

Support
- Please refer to the 8Bitdo support website for more information and additional support.

Turbo 激發功能
- Turbo 激發功能可預設按住 Turbo 鍵後才會啟動，可自定義所要激發的功能。

自定義設定
- 可以自定義設定控制器的按鍵功能。

电源
- 请确保电池电量充足。当电量不足时，控制器将进入待机模式。

更多支持
- 有关更多信息和额外支持，请访问8Bitdo网站。